2017 New Range Preview at Hong Kong Lighting Fair Booth:1C-D40

LED Reflector
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No.2213194

_I_T-I'Zﬂ GOB connectors & WG SPOS TE-Connector
Tunable White 4 wires Connectors

Tridonic SLE BJB AAG

Widegerm is an international supplier of high performance LED reflectors and optical lighting control equipment. Over the past
few years, Widegerm has been working with leading LED brands and connector partners to produce supporting optics . Widegerm
products are designed with quality, value and efficiency to benefitall international customers and partners. We are ready to
modify and invest any new range to fit for the changing LED trends and markets. Customer and partner cooperation are welcome.

Locking Plate: WG STTE Connector for Tunable White Modules (Four Wires)
For TE Connector & TE Spring (N0.2213194)

TWO03 (10W) TWO04 (30W) TWO5 (50W)

SPOS-3

1009-STTE  1010-STTE 2095-STTE 3150-STTE 4221-STTE

Reflector: Reflector: Reflector: Reflector: Reflector:
OD50mm OD50mm OD72mm OD82mm OD111mm
Locking Plate: STTB-SS02 Locking Plate: STTB-SH03

WG STTB-SHO03 is designed with two suface
hooks and flat position for BJB & AAG Connectors.
Reflector models must be with wider shoulders.
Application: Citizen 036 COB range

WG STTB-SS02 is designed with two
surface hooks and a step position for BJB &
AAG connectors.

Application: Citizen 026 COB range
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BJB

BJB
47.319.6060.50

AAG Part NO:3150
arf
8101/G2 0D:82mm
Beam Angle:14°
AAG
8100/G2
Part NO:2094 Part NO:2095 PartNO:2096  PartNO:3158 Part NO:3163 Part NO:3159
OD:72mm OD:72mm OD:72mm 0OD:91.5mm 0OD:91.5mm 0OD:91.5mm
Beam Angle:15° Beam Angle:23° Beam Angle:41° BeamAngle:15° Beam Angle:22° Beam Angle:34°
Part NO:1009 PartNO:1010 Part NO:2094 Part NO:2095 Part NO:2096
0D:49.3mm 0OD:45.9mm OD:72mm OD:72mm OD:72mm PartNO:4219 PartNO:4220 Part NO:4221 PartNO:4201  PartNO:4301 PartNO:4401
Beam Angle:18° Beam Angle:29° Beam Angle:15° Beam Angle:23° Beam Angle:41° OD:111mm OD:111mm OD:111mm OD:111mm OD:111mm OD:111mm
BeamAngle:18° BeamAngle:35° Beam Angle:45° Beam Angle:11° BeamAngle:27° Beam Angle:39°
Locking Plate: STTB-SS03 Locking Plate:
WG STTB-SS03 is designed with two surface hooks and ' ) )
9 WG STTB-EHO04 is designed with edge hooks and

a step position for BJB & AAG Connectors

This model is mainly for reflectors with narrow shoulder
which reguired more material for the mounting process.
The step position will offset the extra mounting material
in order to avoid crash the connector surface. It causes
minor light loss and beam angle change.

Application: Citizen 036 COB range

position control device.
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BJB

BJB
47.319.2030.50

47.319.2021.50

PartNO:4219  PartN0O:4220 Part NO:4221

AAG OD:11imm  OD:111mm oD:111mm
8101/G2 BeamAngle:18° BeamAngle:35° Beam Angle:45°
RPN Y20
o
| |
B < PartNO:4201  PartNO:4301 Part NO:4401 PartNO:4185  PartNO:5142
P No:2201  PartN0:2207  PartNO2202  PartNOS206 PartNO:3204  PartNO:3205  PartNO:3207 %ﬂ oD:11Tmm  OD:111mm oD:111mm oD:121mm  OD:121mm
:72mm :72mm :72mm :82mm 0D:82 0D:82 0D:82 41 970 .39° .13° .350
Beam Angle:11° Beam Angle:24° BeamAngle:28° Beam Angle:16° Beam/;”n';‘e“a Beam»&“nrglezsﬂ Beam,rA“r:gle:M” BeamAngle:11° Beam Angle:27° Beam Angle:39° Beam Angle:13° Beam Angle:35

Remark: (1) Otherreflectoritems may not appear on the table but could be come with mounting hooks by request.

Remark: (2) Besides Citizen, the connectors also cover other well known COB brands such as Bridgelux, Citizen, Cree, Edison,
Samsung, LG, Sharp, Osram Opto Semi, LumiLEDS, Tridonic, Luminus, VS, Nichia, Lumens & Lextar.
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