2017 New Range Preview at Hong Kong Lighting Fair Booth:1C-D40
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Changable AR111 with COB Locn

Heatsink

Flood Medium  Narrow
Reflector Reflector Reflector

-Anew LED engine OD111mm with your light & right choices

No.:4219

Narrow

Model No.:LEG2111 ‘
LED power: Luminus CHM-14 (2000LM)

LED modules options max. 20W:

Citizen 036 COB b T A
Philips SLM 2000Im

Tridonic SLE 2000Im No.:4220
Osram Basic Core 2000Im Medium

Xicato XTM 2000Im
10W Tunable White Module ()
Sharp Mini Zenigata

(Natural Tune from 3000K-2000K )
Casting heatsink Medium 33°

Model No.:LEG3111 No.:4221
LED power: Luminus CHM-14 (3000LM)

LED modules options max. 30W: ()

Citizen 036 COB
Philips SLM 3000Im
Tridonic SLE 3000Im Wide 40°
Osram Basic Core 3000Im

Xicato XTM 3000Im

30W Tunable White Module Model No.:LEG3112

4201(Narrow 10°) 4301(Medium 28°) 4401(Flood 39°)
Casting heatsink

Features:

e Easily twist and lock for changing reflectors with different beam angles.

. X , X Profile CNC
e Fit to mostleading COB and modules’ brands with our connectors and heatsink
locking system.
Osram
Citizen 036  Luminus Basic Core Philips SLM  Tridonic SLE Xicato XTM  Tunable White  Sharp Natural Tune
CHM-14-AC 2000-3000LM 2000-3000LM 2000-3000LM 2000-3000LM 30W Mini Zenigata 6W/13W
Connector:  WG03 WGO03 0C20,0C30 Included Included Included TW30 DwW10
With 4219 reflector(Narrow) With 4220 reflector(Medium) With 4221 reflector(Flood)
Intensity(unit:cd) Intensity(unit:cd) Intensity(unit:cd) Connector Options:
CHM-14 0 av(v): 17° CHM-14 0 av(v): 33° CHM-14 Bav(a): 400 WG03
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