
Luminus CHM-14(3000LM)
Philips SLM 3000lm
Tridonic SLE 3000lm
Osram Basic Core 3000lm 
Xicato XTM 3000lm
30W Tunable White Module
 

Connector Options:
                      WG03
          OC20  OC30
          TW30  DW10

LED modules options 30W:

Model No.:LEG3111

Intensity(unit:cd)

Citizen 28W av(½): 39°

Intensity(unit:cd) Intensity(unit:cd)
Citizen 28W Citizen 28Wav(½): 10° av(½): 28°

With 4401 reflector(Flood)With 4201 reflector(Narrow) With 4301 reflector(Medium)

Connector for 
Tunable White

LED power: Citizen 036 COB

Hong Kong Office:Flat A, 3/F., Tak Wing Ind. Building. 3 Tsun Wen Rd., Tuen Mun, N.T., Hong Kong

China Factory:Fulusha Village, Shatian Town, Dongguan City, Guangdong Province, China Tel: (+852) 2465 5679    Fax  : (+852) 2455 8434
E-mail: info@widegerm.com.hk
Web: http://www.widegerm.com.hkLighting Ltd.

Widegerm Lighting Ltd. 匯湛照明有限公司 Facebook: www.facebook.com/Widegerm
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LED Track & Suspension  Light
 Changable AR111 with COB Citizen 036 Luminus

Osram 
Basic Core

Philips SLMXicato XTM
Tunable White

30W

PrevaLED 
Core AC

Lumens AC

TLD4111

PLD4611

TLD3111

Housing      : Alum. Die Cast
Diffuser       : Without Glass
Reflector     : Angle  10°, 28°, 39°
Driver Box  : Alum. Extrusion

 
LED Power  : Citizen 28W
Track           : Single / 3 Circuits

Trim                  : Alum. Die Cast
Reflector          :Alum. Spinning
Diffuser            : Without Glass
Housing           :Alum. Extrusion
Heat Sink         :Alum. Extrusion
LED Power      :Luminus 3000lm
                           Tunable White 30W

Housing      : Alum. Die Cast
Diffuser       : Without Glass
Reflector     : Angle  10°, 28°, 39°
Driver Box  : Alum. Extrusion

 
LED Power : Osram Core AC 3000lm
                       Lumens EggDrop  AC 30W

Track           : Single / 3 Circuits

4201(Narrow )10° 4301(Medium )28° 4401(Flood )39°

AC Version

Colour Selection

Glare Shield




